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ABSTRACT

The human operator's performance in a high order, multi-
loop task, typified by the helicopter, is studied using the
method of average responses, This method permits a time do-
main, transient input analysis, A cascade model configuration
for the human operator is proposed, In this configuration,
the first human operator model controls attitude, This model
is identical to that of the single-loop model for the same
dynamics and consists of a lead time constant of 5 seconds,

a neuromuscular lag of ,l1 second, and a pure time delay of
.28 seconds, The attitude reference for the attitude control
loop is provided by a second cascade human operator model
consisting of a one second lead operating on the position
error, A general programming system for average response
experiments, using the 3PS 290T Hybrid Computer, is described,
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CHAPTER 1

INTRODUCTION

“.ost manual control studies in the past have emphasized
control of simple dynamic systems, The most thorough study
was that of ‘cRuer, Krendel, Graham, and Reisner, They con-
ducted extensive experiments on system dynamics, up to second
order, with randome-appearing inputs and showed that, for most
applications, the following quasi-linear describing function
was satisfactory:

-jwT

Tij+1 e

Yp = Kp

T jw+l  Tiw+l

The pure time delay and lag of TN seconds constitutes a mini-
mal description of the neuromuscular system, A more precise
model for the neuromuscular system would add a second order,
high frequency lag and a low frequency lag-lead, The equal-
izer time constants, TL and TI? are adjusted for the par-
ticular dynamics in accordance with certain adjustment rules,
This thesis indicates that the model can be generalized to
include discrete, transitory inputs, if the input is non-
predictable, Responses to discontinuous inputs, such as
steps, can be predicted, if the lead term is modified so it
does not respond to the discontinuity with an impulse,

Past studies have indicated the difficulty the human
operator has in controlling systems of higher order than
second, Many more complicated systems exist for human oper-

ators to control, Among these are the single thrust vehicles,




such as the helicopter, VIOL's, and LEM, The ability of the
human pilot to control these vehicles indicates that he is
able to use more information than can be presented as a sin-
gle coordinate on a screen in a manual control experiment,

The helicopter has been selected as an example of such
a higher order system, The dynamics are of fourth order and
can be factored conveniently into two systems: the attitude
dynamics and the positional dynamics, Each of these is a
difficult second order task, To control the helicopter sys-
tem, the pilot then should find it necessary to use attitude
information in addition to position error, as has been veri-
fied by helicopter pilots,

Stapleford, McRuer, and Magdaleno considered an air-
craft bank angle tracking task for studying multi-loop manual
control, The spectral analysis techniques and equipment
limited the model configurations that could be studied, 1In
this thesis, the multi-loop helicopter control task is stud-
ied using the method of average responses, This time domain
approach permitted the study of transitory responses and
time-sequenced operations,

Helicopter control was studied with the intention of
seeing how the single loop models of the human operator can
be modified to predict multi-loop behavior, It was found
that in the multi-loop task the high frequency portion of
the system is cbntrolled as in a single loop task, An addi-
tional low frequency loop then can be closed about a simple

human operator model, The output of this outer loop model
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provides a reference for the inner, high frequency system,
todel configurations for the helicopter and pilot are
discussed in Chapter 2, A cascade model is proposed, since
the human operator was observed to respond sequentially,
first controlling roll angle error and then correcting for
position errors, Chapter 3 discusses the average response
method, This method consists of forming a statistical en-
semble of responses to some input and then computing the
ensemble average, The input consists of a random signal
plus a deterministic signal, That portion of the average
response due to the random input averages out to zero for
a sufficient number of sampled responses, This thesis dem-
onstrates that this method is a valuable tool, permitting
system identification with a minimum of equipment, The
method is independent of the model configuration selected,
Chapter 4 discusses the use of the 5P3 290T Hybrid Computer
in performing the on-line experiments with immediate data
reduction., Chapter 5 discusses the results of experiments
on the second order system and compares them with previous
spectral analysis results, Chapter 6 discusses the results
of the fourth order, multi-loop system experiments, Chap-
ter 7 discusses linear models for the second and fourth
order responses, The simple human operator models for the
multi-loop task justify the selection of a cascade

configuration,
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CHAPTER 2
HELICOPTER AND PILOT MODELS

The hovering helicopter serves as a good example of a
multi-loop manual control system. The dynamics are fourth
order in either of the two horizontal directions and second
order in the vertical direction, The helicopter, as well
as any other single thrust vehicle such as LEM, produces
horizontal motion by tilting the thrust vector from the
vertical, In the helicopter, the following sequence of
events takes place, Through the cyclic control stick, the
rotor plane is tilted relative to the helicopter body. Be-
cause the thrust vector no longer passes through the center
of gravity of the veﬁicle, the vehicle rotates, This re-
sponse, the roll or pitch angle, is a second order response
to the stick or rotor plane angle, The tilted thrust vector
now has a horizontal component which produces an acceleration,
This results in the horizontal position being a second order
response to the roll or pitch angle and a fourth order re-
sponse to the input stick motion, Because of the difficulty
of controlling this system, various mechanical linkage meth-
ods are used to reduce the roll response to first order,
More recently. work by R, H, Miller has centered on reducing
the control task to that of a first order system, Figure 2,1
illustrates a Simplified approach to these dynamics,

Observation of helicopter pilots leads to two important

points, The first is that roll and pitch angle information
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is essential for any control at all, The pilot gets this
information from bodily sensations and obhservation of the
horizon, With this information, a good helicopter pilot can
hover within a foot of a selected point, Because of this
need, helicopter flying can be extremely difficult at night
or in cloudy weather, The second observation is that con-
trol is exercised in such a way that roll rate and transla-
tional velocity remain small,

The manual control task of the pilot has two parts:
sensing of those variables necessary for control and the
generation of a control response as input to the system that
results in both stability and desirable handling character-
istics, ’

A typical input variable is sensed and given a value
that has assoclated with it some error distribution, This
distribution is dependent on the sensor's characteristics
and the time available to make the measurement, From succes-
sive measurements, an estimate of the rate can be made and
further a poor estimate of the acceleration can be developed,
The error distributions of these inferred variables are suc-
cessively wider to the point that usually the acceleration
information significance is limited to polarity, 1t would
appear that the attention given to the variable is dependent
on its bandwidth and the wider the bandwidth the less time
available to develop estimates of the rate and acceleration.
In the compensatory task, the human operator has the ad-

ditional problem of sorting out that part of the error rate
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and error acceleration due to the output of the system and
that part due to the input, This difficulty increases the
uncertainty of his measurement and decreases the reliability
of his estimates of rate and acceleration,

For convenience, we usually model the human operator as
having a single input, a single output, and one feedback
loop. Since, at best, the human operator can generate a
first order linear lead, and possibly a second order non-
linear lead, higher order systems must provide additional
information to the human operator if stable operation is to
occur, In the case of the helicopter, this additional infor-
mation is helicopter attitude, For modeling the human oper-
ator in the helicopter task, we need for each axis a single
reference position input, a single control output, and two
feedback loops, This implies that the model requires two
single input-single output blocks plus a combinatorial box
to result in one control stick movement,

Using Stapleford, McRuer, and Magdaleno's classifica-
tions, the helicopter pilot, in regard to horizontal position-
al control, would be classified as a single point controller,
In this configuration, the control variable is the sum of the
outputs of two quasi-linear human operator describing func-
tions, each operating on one of the feedback variables, The
single point controller model sugzests equal task difficulty
in controlling each of the feedback loops, This model form
always can be reduced to a single feedback loop and a single

human operator block, This single human operator block has
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two terms, one of which has as a factor the dynamics separa-
ting the two variables that are fed back, as illustrated in
figure 2,2,

An alternate form for a model is suggested if we consider
a typical control sequence of a helicopter pilot, The pilot
notices an error develop in his position and, using his meas-
urement of position error along with inferred velocity and
acceleration, estimates what the roll angle program should be
to correct this error, He then proceeds to generate the roll
angle response while continuing to monitor his position error.
Sequential operation suggests a cascade model, In this mod-
el, roll error serves as an input to one human operator block,
The output of this block directly controls the system, The
roll error reference is provided by a second human operator
block that has as input position error, The cascade model
is illustrated in figure 2,3,

Since the operator must maintain his attitude more ex-
actly than position (a small attitude error will quickly
result in a larger position error), roll angle can be con-
sidered the controlled variable and position, the monitored
variable, For this reason, it would be suspécted that atti-
tude control would be of higher frequency than positional cone
trol, 1If the roll reference is of low frequency and the
positional portion of the model requires little of the human
pilot's attention, the roll loop human operator block is

probably very similar to that of the single loop problem,
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For purposes of this thesis, only lateral motion will
be simulated, Display will consist of two points, one giving
position error information and the other, roll angle, Fixed
base simulation will be used, The task then is similar to
one axis of a slow-moving helicopter under inclement weather
with a display composed of two points on a CRT, one giving

positional error information and the other, attitude,
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CHAPTER 3
THE METHOD OF AVERAGE RESPONSES

The usual statistical identification techniques are
impractical for this study, Although spectral analysis
techniques are efficient, an evaluation of the assumptions
inherent in this method leads to the following limitations.

The basic assumption in the spectral analysis method
is that a linear system of some order with prechosen input
and output variables can provide the best description of the
system, One of the serious drawbacks of a linear model is
that it cannot model responses to discontinuous inputs for
which the subject temporarily ceases to follow the signal
while trying to generate the required discontinuous response,

Stapleford, McRuer, and Magdaleno tried using statise
tical identification in a multi-loop task and ran into many
problems, They first had to select a configuration for the
human operator that would result in explicit describing
functions, This problem is complicated by the fact that
signals, associated with different parts of the model, pass
through common dynamics, For this reason, it is necessary
in certain configurations to use several random appearing
inputs, each with different frequency components, For exam-
ple, to identify the two human operator describing functions
in this multi-loop task would require one forcing function

in the roll loop and a second in the position loop.
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The spectral analysis tools assume stationarity of
statistics and ergodicity, The first requires that we con-
sider only steady state responses and that the human operator
be described as time invariant, Because of this restriction,
the describing function can be found only in terms of random
appearing, stationary inputs, In addition, the variability
of performance and its statistics can be measured only in
terms of mean squared error., The model developed will never
be as bad as the human operator was momentarily during the
run, Use of the model is restricted to those cases where we
are primarily concerned with time averaged characteristics of
the complete system, Ergodicity assumes that time averaging
can replace ensemble averages, This has the effect of aver-
aging out nonlinear effects and hiding the relationship of a
specific stimulus to its responses,

These limitations still make the model good for such
tasks as tracking, aircraft carrier landing, automobile
driving, etc, When we want to study such effects as a sudden
change in dynaﬁics caused by a system failure or a suddenly
noticed step error, we have to consider a nonstationary model,
In the study of a multi-loop system, we will be interested in
time synchronized events or time-shared or time alternating
modes of control, This suggests that a time domain approach
would be best,

The method of average response computation has been used

by Young, et al,, and by Elkind and Miller to investigate
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changes in dynamics and adaptation processes, This tech-
nique offers significant advantages over other methods for
studying the multi-loop system,

The average response is obtained by first generating an
engsemble of independent responses to some input after re-
quiring that some conditions on the input, output, and con-
trol variables are met, In the experiments of this thesis,
two inputs are used: a random appearing signal and a deter-
ministic input, such as a step or ramp, Each sample is taken
about the occurrence of the step., In order for the step to
occur, certain conditions on the magnitudes of the display
and control variables have to be met,

The advantages of this technique are many, The model
form does not affect the procedﬁre. Ergodicity and station-
arity are not assumed, The study of small positional and
rate errors results in a model for all inputs, The variance
of the sample gives an indication of the variation in res-
ponses to be expected,

Step and ramp responses of second and fourth order
systems were studied using this technique, A random ap-
pearing forcing function was inserted as an error in second
order response or roll, Steps occurred in roll, roll rate,
position, and velocity, As conditions for a step, roll error
must be passing through zero, fourth order position error must
be within 1 millimeter, and the control stick must be within
10 degrees of vertical, These conditions assure that the

system is well under control and that the appearance of steps
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occurs under similar situations, Because no restrictions
are placed on the random-appearing input, the part of the
response due to the random input will average out as the
number of samples increases, Young, et al,, had to sub-
tract a no transition response from the average response due
to a change in plant, because they had placed restrictions
on the input signal,

The human operator responds to deterministic inputs
differently than he would respond to a random input, For
the deterministic input, the operator has more information
than can be predicted by a linear operation on the input,
This permits him to improve his response, For example, in
responding to a step or ramp, the subject knows that either
the input or its derivative will remain constant, Similarly,
a subject responding to a sinusoidal input first adjusts his
frequency and then slowly synchronizes with the input, re-
sulting in a much smaller phase shift than would be pre-
dicted by a random input describing function, To emphasize
this limitation on their describing functions, McRuer, et al,,
expressed them in terms of the Fourier variable, jo, instead
of the Laplace variable, s, Since the steps and ramps for
the average response experiments have a random input super-
imposed on them, the subject is unable to take advantage of
the discrete nature of these inputs, Therefore, the models
developed from the average response results will hold for
all inputs for which the subject is unable to profit from

the future nature of the input,
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YcRuer's random-appearing input was used for the experi-
ments, This input consists of 10 sines chosen without com-

mon low order multiples, The spectrum follows:

.157 rad/sec 1.49 rad/sec
.262 rad/sec 2.54 rad/sec
.393 rad/sec 4,03 rad/sec
.602 rad/sec 7.57 rad/sec
,969 rad/sec 13,80 rad/sec

rhe frequencies below fhe cutoff frequency are weighted the
same, while those above are weighted one-tenth, For the
experiments of this thesis, a cutoff frequency of 1,5 rad/sec
was used, For the second order experiments, an rms value of
.6 centimeter was used, GBecause of the greater difficulty
in controlling the fourth order system, the rms value was
decreased to a tenth of this value, lciuer, et al,, indi-
cate that this signal is Jaussian to the 55 level, The
probable error for this signal is ,09 cm, This means that
the average of 20 independent segments of the input will ex-
ceed ,09 cm for approximately half the segment, The one-
third lew of *cRuer and Krendel states that the ratio of
mean squared error to the variance of the input is approxi-
mately equal to one-~third the ratio squared of input cutoff
to bandwidth of the human operator, This means that the
average error response due to this signal should have a
probable error of about ,03 cm, For this reason, twenty

samples are sufficient to average out those characteristics
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in the averaze response due to the random input tracking,

ihe steps occur at random during an exverimental run
and are spaced far enough apart to insure their independence,
As a first approximation, the responses can be expected to
be distributed normally about the average response, The
variance of the measured average response is equal to the
variance of the sample divided by the number of responses,
From consideration of early results, it was decided that
twenty steps would suffice for average response calculation
of the display variables but that for average responses of
roll rate or control stick movement at least thirty steps
were necessary,

Various size steps were used ranging from .25 to 2
centimeters for steps and from ,5 to 1 centimeter/second for
ramps, During a typical run, all steps were of constant mag-
nitude but of random sign, Initially, the responses due to
positive steps were averaged separately from responses due
to negative steps in order to note any asymmetry in response,
Later, negative responses were inverted and averaged with
the positive responses, Asymmetry then tended to cancel,
and the number of steps necessary was cut in half,

A typical sampling run included ten steps of random
polarity, Steps occurred approximately at .5 minutes inter-
vals, with the entire run taking about 5 minutes, To gen-
erate enough steps for an average response took two to four
rune, The subjects rested between runs, but in all cases

the responses averaged together were gathered within one
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hour. Before the day's runs were made, the subject was
given sufficient practice to reacquaint himself with the

tasks,
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CHAPTER 4
PROCEDURE AND APPARATUS

The GPS 290T Hybrid Computer serves to simulate the
dynamics, process the data, and control the sampling run
for these experiments, Appendix A gives a description of
this computer, Variables are displayed to the subject on
an oscilloscope with a ten centimeter square grid, Each
variable is displayed as a horizontally moving point, The
grid lines aid in finding the true zero and in estimating
error, Roll angle and position error are displayed 2 centi-
meters apart vertically, The subject is seated in a com-
fortable chair, with a light spring-restrained control
stick mounted on the right arm,

The analog panel of the computer is programmed for both
second and fourth order systems, Maximum stick output of 2,5
volts occurs at about 45 degrees, CRT gain was set at 2,5
centimeters/volt so that overall system gain was close to 1,
Steps can be inserted so as to appear as steps in roll rate,
roll angle, velocity, or position, Since roll rate and vel-
ocity are not displayed, the effect of steps in these var-
jables appears as ramp inputs in roll and position respectively,
All measured variables are amplified by a factor of ten,
Figure 4,1 illustrates this arrangement,

Ag conditions for a step, control input, roll error, and
position are required to remain within bounds, Control input

is required to be within .5 volt or approximately 10 degrees,
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Position is required to be within 1 millimeter on the dis-
play or ,04 v, Each of these conditions is implemented with
two comparators, one biased to the positive limit and the
other biased to the negative input, Because of the small
tolerance on position, the signal is amplified by 10 and
then required to be within ,4 volt, Roll error is required
to be zero, This is done using two comparators, one with
roll error as input and the other with the negative, In
this case, the pulse outputs of the comparators, signifying
a negative-going zero crossing, are used,

Digital programs perform such tasks as providing a ran-
dom input, magnetic tape storage, statistical processing,
and sampling, These programs, along with a detailed discus-
sion, are included in appendix B,

Sampling periods of ,04 to .06 seconds were used, Sam-
ples consisted of 256 points or about 1 second before the
step and 9 to 14 seconds afterwards., This sampling rate is
fast enough to pick up all significant frequency components
in the signal while permitting a reasonably long run, Al-
though samples of twice the size can be handled by the pro-
grams, preliminary results showed that this sample length
was satisfactory,

Roll angle and position errors, as well as control
stick output, were sampled for each run, Roll rate and
velocity were recorded also for some responses,

The subject was put into control of the dynamics and

the random input program started, After a minimum period of
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% minute, the experimenter could initiate a sampling run by
throwing a switch on the analog computer, I'rom this point
on, until the completion of the run, the computer was in
control of the experiment, with the experimenter providing
only manual override, The main program had been initialized
with the sequence and magnitudes of the steps and would pro-
ceed then to test the subject, A test started with a varia=-
ble length delay after which the sampling program would begin
to fill the pre=-transition part of fhe buffer, After this
was filled, transition would be enabled, Iliow the program
would continue to sample while waiting for the analog condi-
tions of the comparators to be met, WWhen these conditions
are met, a digital to analog conversion is ordered from the
control panel and the digital sampling program informed,

The samplinz program then fills the post-transition part of
the buffer before exiting to the main program, At this time,
the magnetic tape storage program was called to store the
data until it was needed later for processing, After this
test was made, the main program would recycle until all the
steps, in this case ten, had occurred, At the conelusion

of the run, results can be processed or particular responses
printed or graphed on a real time recorder, Two or three
runs were made, and twenty to thirty step responses stored
before statistical processing, The statistics program
retrieves responses from magnetic tape and forms the average
response and its associated variance, The results then are

printed out and graphed,
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CHAPTER 5
SECOND ORDER RESPONSES

Initial experiments were performed using the second
order roll dynamics only, Since the factorization of the
helicopter dynamics into attitude and positional dynamics
results in two second order systems, it appeared that the
characteristics of the second order response would be found
in the fourth order responses, Before considering the actual
responses, it is desirable to examine the types of responses
to be expected,

Error in roll angle only, as in any second order system,
is brought back to zero most efficiently by first a pulse of
polarity opposite that of the error followed by a pulse in
the same direction as the error. This dipole should have the
same width as the time it takes the error to return to zero,
If the pulses in the dipole are symmetric so that the switch
occurs when the error has decreased by half, the error rate
is also zero when»the error has been corrected, An error in
rate only is corrected by a single pulse with area equal to
the rate, Correction for both error and error rate results
in an asymmetrical dipole, If the human operator could res-
pond in this manner, he would be described completely by
switch lines on a phase plane,

Human responses are limited by several factors, Various
constraints, such as physiological motion limitations, satura-

tion, and self-imposed constraints, act to shape his responses.
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His inherent time delay prevents him from switching at the
most opportune time, This time delay is partially compen-
sated for by a first order lead, The dipole, in general,
becomes a very difficult control movement since it requires
the manual control output to occur at twice the frequency of
the error,

The first series of second order experiments concerned
step responses, Steps from .25 to 2 cm were tested to find
the smallest step that could be used, It was expected that
for large steps the human operator would respond differently
than for small steps, It was found that steps that are
small compared to the limit cycle of the human operator were
essentially ignored and treated as a time shift in the limit
cycle, A ,25 cm response is illustrated in figure 5,1, A
large response to a 2 cm step is illustrated in figure 5,2,
showing nonlinear switching behavior between levels of
saturation,

During early testing, negative-going steps were averaged
separately from positive-going steps, These early responses,
as illustrated in figure 5,3, showed asymmetric behavior,
Slightly positive errors were tolerated more than slightly
negative errors, resulting in a bias, Negative velocities
were reduced to zero sooner than positive velocities, re-
sulting in small errors that still had to be corrected., To
eliminate this asymmetrical behavior, negative-going responses
were inverted and averaged in with the positive-going res-

ponses,
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On the basis of these early tests, it was decided to
use .5 cm steps, Typical responses are illustrated in fiz-
ures 5,4, 5,5, and 5.6, In these responses, the typical
control sequence included a negative-going pulse followed
by a positive-going pulse to reduce the velocity to zero as
well as the error. In figure 5.4, this resulted in a slow,
but deadbeat response, Figure 5,6 illustrates a fast, but
oscillatory response,

The behavior illustrated in these step responses was
compared to a linear model of the human operator, The model
consisted of a lead term of 5 seconds, a lag of .1 second,

and a pure time delay,

_ s+.2 ~-,38
YP = 34,6me

The error was provided as input to the model as well as pre-
sented on the display for the subject, The output of the
model then was sampled and averaged in the same manner as
the human responses, The results are jllustrated in figure
5.4, Once the error has been returned to zero, the model
predicts the frequency of the limit cycle very well, although
the gain probably should be reduced, Initially, the fit is
quite poor, The sudden step of the model response exists
because the form of the model has an equal number of poles
and zeros, A more precise model would add a second order
lag so that the initial output and output rate would be zero,
Even taking this into account, the model falls down since it
cannot generate the deadbeat control that the human operator

would use in the case of a sizable error.
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Since step responses showed significant nonlinearity,
ramp responses next were investigated, In the case of the
ramp, there is no discontinuity of error to cue the subject,
Initially, the ramp looks sinusoidal and should elicit a
similar linear response, Ramps of both ,5 cm/sec and
1 cm/sec were tested, with the larger selected for the re-
mainder of the series, This value generates a maximum
error comparable to the ,5 cm step,

Typical ramp responses are illustrated in figures 5,7,
5,8, and 5,9, These responses tend to be very similar to
the responses to steps, This can best be seen by comparing
figures 5,4 and 5,7, figures 5,5 and 5,8, and figures 5,6
and 5,9, The initial rate error is brought under control
by a negative-going pulse, By the time the rate has been
reduced to zero, an error has developed, This error then is
brought under control as in the case of the step response,
Since the negative-going pulse now has to bring the rate to
zero before it begins the error correction, the initial
pulse is wider, 1In the case of the steps, the negative-
2oing pulse tended to be narrower than the positive stopping
pulse,

Fitting a linear model to the ramp responses was more
successful than to the step responses, The model was the
same as mentioned under step responses, with the gain cut in
half, As can be seen in figures 5,7 and 5,8, the fit is
very good, In figure 5,8, the only serious point of disa-

greement is the magnitude of the second negative pulse, It
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is interesting to note that if the human operator had used
less control at that point as the linear model suzgests,

the error response would have been deadbeat and would not

have the second peak, A more precise model is treated in

a later chapter on closed loop simulation,

Step responses are similar to ramp responses once the
maximum error is reached, This seems to indicate that one
linear model should describe the response to both inputs,
The discontinuity in the step produces an impulse in vel-
ocity. The lead term in the human operator model can be
interpreted as meaning that the subject responds to both the
input and the first derivative of the input, The relative
weizhting of each is expressed by the lead time constant,
Since the step input has a non-zero rate only for an infin-
itesimal period of time, it is reasonable to assume that the
subject never recognizes the velocity impulse and only res-
ponds to the error in position, This is equivalent to saying
that the human estimate of velocity ignores all discontinui-
ties, Rather than simulating the rejection mechanism, the
linear model will be tested only with ramps with the under-
standing that the portion of the response after the max imum
error is reached alsc corresponds tc step inputs,

The standard deviation of the average responses has been
jndicated at several points in figures 5,4 and 5,6, The
vertical lines correspond to plus and minus one standard
deviation, As can be seen, the average error responses are

known with high confidence, The average control stick output
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shows a much larger standard deviation, Since the control
stick responses are fast, only a small delay in executing
the control movement will result in a large amplitude dis-
agreement with the average, As a conceptual aid, if the
slope of the control output in a given period of time is
reasonably constant, then the variance at a particular time
divided by the slope is a variance that expresses a slizght
phase difference between the average curve and a particular
response, This would have the effect of exchanging the
rather larze amplitude standard deviation for a smaller
standard deviation of phase, Part of the standard deviation
of the averaze responses results from control responses due
to the random input, Although the response to the random
input averages out in time, the variances are increased by
the random part of the signal, Average response experiments
were performed with all the requirements on error and stick
position but without the occurrence of a step or ramp, These
experiments showed that most of the variance was due to the
random input which was the sole source of the variance after
the error induced by the step or ramp had been corrected,
Closed loop modeling and simulation of the human oper-

ator controlling the second order system will be considered

in Chapter 7,
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CHAPTER 6

FOURTH ORDER RESPONSES

After the subjects became proficient in controlling the
second order system, they were introduced to the complete
fourth order system, Initially, a unity gain was placed in
the dynamics relating roll angle to position, This was

found to be too difficult a task, Although the subject

 could maintain control, responses were very lightly damped,

makinz it difficult to get consistent results with a reason-
able number of transitions, By reducing the gain to one-
half, the responses became more consistent, Because of the
inherent divergence of this system, the random forcing func-
tion was reduced to a tenth of its previous value, 1t now
provided only a nuisance level that required continuous
attention to the roll angle error,

The first series of experiments was performed with
steps in roll angle error, Typical responses are indicated
in figures 6.1 through 6,5, ELEach response consists of two
phases, First, the roll angle error is reduced towards zero,
Second, the accumulated position error is corrected by the
execution of some roll angle program, In each response, the
roll angle error took one to two seconds to be reduced to
zero, This one-sided roll angle error imparts & velocity to
the position error, Because of the increasing position er-
ror, a period of negative roll angle must be generated to

decelerate the position error and return it to zero, The
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roll angle program that is necessary to correct the position
error is similar to the control sequence needed to correct a
rate error in the second order system, rhe ma jor difference
is the greater time lag in controlling the roll angle in con-
trast to the neuromuscular lags in controlling the stick out-
put., Since it takes time to generate the roll angle, the
seneral effect is that of a slower time scale,

The roll angle correction program differs amonz sub-
jects, Figures 6,1 illustrates an excellent response. Cor-
rection of the step in roll error takes approximately 1 sec-
ond, DLuring this time, a velocity error of .25 cm/sec has
developed, The subject corrects for this velocity by a
large pulse of negative roll angle, The subject then brings
the velocity and position error to zero, as the stopping
roll ansle pulse is brought back to zero in a deadbeat
fashion, a&s is typical, a small position error remains that
takes a long period to correct, ‘[he roll and position aver-
aze responses have standard deviations of the order .02 em
to .06 cm, The averaze control output has a typical stand-
ard deviation of ,3 cm, The responses in figures 6,2 through
6.5 are similar to that of figures 6.1, although the res-
ponses show lower frequencies and less amplitude in the neza-
tive roll angle pulse used to reverse the velocity error,

As can be seen in figures 6,2 and 6.4, as well as in figure
6.1, there is a tendency to permit small position errors to
remain uncorrected for a significant period of time,

Responses to ramp errors in roll error can be predicted
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on the basis of these step responses and last chapter's
second order system results, The previous chapter indicates
that the portion of the ramp responses after maximum error
is reached corresponds well to the step response, In this
fourth order task, a ramp input in roll error would take
twice as long to return to zero &as a comparable step res-
ponse, This would result in a velocity error twice as large,
fhe position response then would have the same frequency and
damping ratio as in the case of a step in roll but would
have a greater initial amplitude,

The second series of experiments was performed with
steps and ramps in position error, These responses are il-
lustrated in figures 6,6 through 6,10, All these responses
are characterized by a delay of about 1,5 seconds before the
position error is changed significantly, The roll angle
response shows an initial delay of about ,5 second, a little
longer than that observed in the second order experiments,

A step in position error requires the subject to generate a
roll correction program similar to the control stick move=-
ments needed in controlling the second order system, First,
a velocity must be induced by a roll angle pulse and then,
@s the position error decreases toward zero, the velocity
must be reduced by a roll angle pulse in the opposite direc-
tion, This is illustrated in figures 6,6 and 6,7, Figure
6.8 shows the response to a ramp error in position. The
initial velocity is reversed by a large negative roll angle

pulse, The velocity is slowly decreased to zero, and the
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position error is brought to zero with negligible overshoot,
Figures 6,9 and 6,10 illustrate poorer control of position
error, In figure 6,9, the subject was generating a correct
roll angle pulse when, after 2.5 seconds, he leveled off
and maintained a slight roll angle, This resulted in a
very lightly damped position error,. In both figures, the
subject used too small a gain,

Recause of the time required to generate fourth order
corrections, it is very likely that the human operator con-
trols the roll angle in a manner similar to the second order
system but switches to a preprogrammed form of response in

correcting position errors,
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CHAPTER 7

LINEAR MODELS

Experiments showed that the human operator, in control-
ling the second order system, could be described by the

following describing function

I'his describing function differs from McRuer's model in the
generalization from the.Fourier variable, jw, to the Laplace
variable, s, TIhis is justified, since the subject is unable
to take advantage of the future behavior of the deterministic
portion of the input signal when the rms value of the random
input is large compared to changes in the deterministic sige-
nal, The hish frequency attenuation of the second order
system permits the human operator to respond with high fre-
quency movements, such as triangular pulses, while the linear
approximation can respond only in a smoother fashion, The
linear model response is synchronized with the time of ap-
Plication of the transient input, while the human operator
becomes less synchronized as time goes on., For this reason,
it is expected that the linear model will be accurate for
only &8 few periods of oscillation,

As indicated in earlier chapters, it is expected that
this model will hold for step inputs as well as ramp inputs
if the lead is modified so as to ignore the velocity impulse

associated with the discontinuity, The actual simulation
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was performed only with ramp inputs with the understanding
that the portion of the response starting from maximum er-
ror also corresponds to a step input,

The root locus of the human operator model controlling
the second order system, without the time declay, is indi-
cated in figure 7.1, The plant introduces two poles at the
origin, while the human operator places & lead zero at s=-,2
and a neuromuscular lag pole at s=-10, As the locus leaves
the pole at s=-10, other loci curve out from the origin

around the zero, The characteristic equation is
32(s+10) + K(s+.2) = 0

3ince the sum of the roots must always be equal to =190 (min-
us the coefficient of the 52 term), corresponding closed
loop poles can be found immediately., “hen the undamped
closed loop poles approach the asymtote, the zero is cancel-
led by the third closed loop pole,

When a pure time delay is added to the human operator
model, the root locus for the combined system is altered, as
indicated in figure 7,2, The pure time delay affects the
locus by introducing a phase lag equal to WT and also modie
fies the closed loop system by adding a pure time delay,

The breakaway point is shifted to the right, The exact loca-
tions of the breakaway and entry points can be found by tak-
inz the derivative of the expression for zain with respect

to o while holding w equal to zero., This results in the

condition
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16 - (10,2042)02 - (10,6420)0 <4 = 0

For I=,23, roots are found at ¢=-,45, -1,6, and +19,4, The
latter is extraneous since no locus exists at that point,
the time delay also introduces harmonics because of the
periodic behavior of the complex exponential, For this
system, the harmonics are far from the origin,

Ihe linear system was simulated on the hybrid computer,
with the digital computer simulating a pure time delay, ihe
digital computer sampled the signal every millisecond, stored
the values in memory, and generated the delayed signal by
digital to analog conversion, Responses for several gains
are illustrated in figure 7.3, The model error response with
a4 gain of 25 approximates the responses of figures 5,4 and
5.7. All are characterized as being very well damped, The
exact placement of the zero dictates the nature of the ex-
ponential decay. These solutions would be approximated bet-
ter by a faster decay caused by moving the zero further from
the origin, The model with the gain of 30 approximates the
responses in figures 5,5 and 5,8, The natural frequency of
the model response is 3,5 rad/sec, while that of the response
in fizure 5,8 is 3 rad/sec, The natural frequency and ampli-
tude are better matched if the pure time delay is increased,

It was suggested in Chapter 6 that the human operator
model controlling the roll dynamics was identical to the
model for controlling a pure second order system, The just-

ification of this assumption was the low frequency nature of
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position error compared to the roll error, For the fourth
order simulation, the second order model was chosen with a
gain of 30, The closed loop describing function for the
roll dynamics is then, neglecting higher harmonics

e-,283

30 (8+,2)
(s+.22)(sz+23+10)

Consideration of the fourth order responses of Chap-
ter 6 indicated a lead of ,5 to 1 second, The lead was
approximated by measuring the position error and velocity
associated with the roll error at a given time, The root
locus plot of the position loop, with a lead of 1 second, is
illustrated in figure 7,4, For stability, the gain must be
under 13, Since the closed loop roll dynamics introduce a
zain of 30, the position loop must have a gain less than ,43,
The human operator generates the most damped solution con-
sistent with the stability condition on the high frequency
underdamped poles, As the zero is moved further from the
orizin, the response becomes more damped,

The fourth order model was simulated on the hybrid com=-
puter, In place of the approximate closed loop roll func-
tion, the actual system was simulated with the time delay,
Model responses for lead zeros at both s=-1 and s=-2 in the
position loop are illustrated in figures 7,5 and 7,6, The
model response of figure 7,5 corresponds to the human oper-
ator response illustrated in figure 6,3, The damping ratio
is high, This response can be matched better by a small

increase in gain, As the root locus of fizure 7.4 illus-
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trates, once the gain exceeds 11 (which corresponds to a
gain of 30 in the roll loop and ,37 in the position loop),
the natural frequency remains almost constant, Figure 7,6
illustrates a model response similar to the human response
of figure 6,2, The frequency is slizhtly high, which can
be corrected by a decrease in position loop gain,

Summarizinz these results, it is suggested that appro-
priate describing functions for the two human operator models
in the cascade model for helicopter control, as illustrated

in figure 2,3, are

30 8+. 2 e-, 285

HOR s+10

HO

.37 (s+1)
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CHAPTER 8

CONCLUSIONS

The cascade model has been demonstrated to be a good
model configuration for studying pilot control of the heli-
copter, The two simple human operator models are listed at
the end of the previous chapter, The model form for the
roll dynamics is the same as the single loop describing
function for the same dynamics, This indicates that in a
multi-loop system the high frequency loop which requires
the most attention is controlled as if it were the sole
task, The simple model for the position loop shows that
this model configuration is the best for describing this
task, Any other configuration would have resulted in more
complicated models, The root loci show the desirability of
the operating points, In the case of roll control, changes
in gain result in changes in damping ratio with the natural
frequency remaining constant, An increase in time delay
changes the natural frequency near the operating point, In
the position loop model, an increase in gain, from the oper-
ating point, results in a poorer damped response of the same
frequency, while a decrease in gain results in a lower fre-
quency, The position lead zero affects the damping ratio
directly,

1t has been shown that transient analysis by the average
response techniques generates describing functions very simi-

lar to the spectral analysis describing functions, The
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spectral analysis results can be generalized to the entire
complex plane, if the open loop describing function behaves
properly for very small and very large frequency, (For low
frequencies, the open loop describing function should be
large compared to 1, For high frequencies, it should go to
zero,) This technique permits the investigation of responses
to signals outside the narrow band described by the spectral
analysis results,

The average response method permits a fast identifica-
tion of the time domain response of a manual control system,
Cn-line identification permits constant evaluation of the
partial results and the associated statistics, 3ince this
method is particularly applicable to nonstationary responses,
adaptive manual control tasks and transient tasks are open
to investigation in a quantitative way,

The nature of the human operator response seems to indi-
cate that the fundamental frequency of his response can be
described by a linear describing function, The human operator
zenerates less complicated control movements by taking advant-
age of the attenuation characteristics of the controlled
system, In the second order task, this corresponds to using
constant velocity control movements in contrast to linear sinu-
soidal movements, Finally, he uses past experience to modify
his response as the error conditions change,

The actual helicopter equations are more complex than
the fourth order integration used in the experiments, A pair

of complex zeros corresponds to the fact that horizontal
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acceleration is proportional not only to roll angle, but
also to the angle of the rotor plane with respect to the
helicopter vertical, Another zero enters the equation,
since most helicopters use some mechanical or aerodynamic
method to reduce the roll dynamics to rate control, These
zeros decrease the difficulty of the task,

Roll and position errors have been interpreted in terms
of centimeters on the display, Although the hand control
stick used in the experiments differs from the floor-mounted
cyclic control stick, if it is assumed that the important
control stick input variable is horizontal movement of the
stick and not angular motion, performance of the human oper-
ator can be described in terms of roll angle degrees and
position error feet, Lach centimeter of roll error corres-
ponds to 14,5 degrees, while each centimeter of position er-
ror corresponds to 16,5 feet, After sufficient practice, all
subjects could maintain the simulated hover with position
errors less than 3 feet while generating roll angles up to
10 degrees for control, The ramp errors in position corres-
ponded to velocity errors of 16,5 ft/sec or 11 mph, This
velocity error is equivalent to a sudden wind gust,

In the experiments of this thesis, the ensemble of res-
ponses for the average response was synchronized with the
occurrence of a transient input, but there is no reason why
the ensemble could not be synchronized with some other event,
This event could be some particular error condition, such as

a position error of a given magnitude, Synchronization with
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one of the sine waves in the random-appearing input is
another possibility., This technique then makes it possible
to examine the response to a single sine wave without having
to be concerned with the possibility that the human operator
will recognize the sine wave as deterministic, For a single
sine wave averaged input, the power in the error and manual
outputs could be measured at all frequencies, This permits
evaluating at all frequencies the remnant associated with a
particular input frequency,

A few experiments were run to evaluate this frequency
response technique, TForty sine waves were averaged for each
response, Figure 8,1 shows the response to a high frequency
sine wave, As can be seen, the error is almost a perfect
sine wave, For this frequency, the gain was measured to be
4,7 with a phase lag of 145 degrees, iicRuer's results were
a gain of 6,4 with a phase laz of 135 degrees, Figure 8,2
shows the results of synchronizing with a low frequency sine
of ,13 cps, It is obvious in this case that high frequency
control manipulations are used with as much power as the low
frequency part of the response,

In any case, a more efficient computer program could be
written for this frequency response experiment, This would
permit greatly increasing the number of sinusoids averaged
and, consequently, would produce smoother results, It would
be sugzested to first perform the ensemble average and then

to compate the cross correlation with various sinusoids,
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computer programs developed for this thesis are
easily for use in any experiment, This includes
control problems as well as transient and frequency

identification tasks,

analysis in this thesis sugzests that other multi-

loop control problems can be handled in a similar manner,

“Yhenever

sequential operation is a good way to explain con-

trol technique, a cascade configuration may provide the

simplest model for identification, If an analysis of the

results of a multi-loop experiment shows different frequency

ranges for different portions of the system, a first APProx~

imation might be to model the high frequency portion of the

system as if that portion were an isolated systen,
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APPENDIX A
THE APS 290T HYBRID COMPUTER SYSTEM

This system was designed to permit real time solutions
to complicated dynamic and control systems and to provide
on-line computational facilities for the processing of
experimental data while the experiment is in progress, The
analog half of the system simulates the dynamics and(performs
the high speed calculations and integrations, The digital
half provides overall control, performs the lengthy and high
accuracy calculations, stores temporary results, and provides
the analog simulation with time-varying and other changing
parameters and forcing functions, There are many overlapping
functions, The analog computer can perform certain simple
digital functions and can instigate data transmission in the
interface, The digital computer can control the individual
analog components,

The digital computer is the PDP-8, built by the Digital
Equipment Corporation, This computer is a one address, fixed
word length, 12 bit machine employing two's complement arith-
metic and a 4096 word core memory, Basic cycle time is 1,5
microseconds, with addition performed in two cycles, Multi-
plication and division are performed by the Extended Arith-
metic Element option in 21 and 37 microseconds respectively,
The input/output part of the computer is extremely flexible;
additional instructions and input/output devices can be added
easily, The interrupt feature permits utilizing time to the

fullest by permitting several programs to overlap in operation,
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A DkCtape magnetic tape unit provides temporary data storage,
Blocks of 128 words on the tape can be addressed directly
with the actual data transfer occurring by cycle stealing
and without disturbing the program in progress,

The analog half of the system is composed of the 3PS
200T built by the 3PS Instrument Company, Amplifiers, inte-
grators, and multipliers are quite compatible with the digital
computer since they have a megacycle bandwidth, Other analog
components include comparators, electronic switches, and
limiters, The control panel has the individual integrator
controls, These may be controlled directly by mode push but-
tons on the front of the analog computer, by two different
clock busses for repetitive operation, or by the digital logic
on the control panel, This digital logic consists of nand
and nor gates, flip-flops, JK or gated flip-flops, inverters,
pulse generators, and one-shot delays, This logic can oper-
ate on the clock signals, control lines, and comparator out-
puts and provide outputs to the electronic switches, inte-
grators, sense lines, D/A and A/D converters, and digital
program interrupt,

The hybrid capabilities fall into three classes: data
transmission, program control, and analog function control,
The first is provided by an analog to digital converter multi-
plexed to 8 channels and 4 digital to analog converters,
Twelve bit A/D conversion takes 35 microseconds, while D/A
conversion time is of the order of a computer instruction,

Program control consists of 8 logic level control lines to
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the analog control panel from the digital computer and 12
sense lines from the analog control panel back to the
digital computer, The analog computer can cause a digital
program interrupt, This is useful to permit two analog
clocks to synchronize digital programs, A/D and D/A con-
version along with multiplexer channel incrementing can be
commanded by the analog computer as well as the digital
computer, Function control includes the selection of the
analog mode and the amplifier address from both computers,
The output of the amplifier or potentiometer selected can be
read from the digital voltmeter or through channel zero of
the multiplexer,

The programming system developed for this thesis con-
stitutes an example of almost all the capabilities of the

hybrid computer,
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APPNDIX B
COMPUTER PROGRAMMING SYSTEM FOR TIME DOMAIN STUDIES

OF THE HUMAN OPLRATOR

An extensive system of computer programs has been devel-
oped to perform this experiment, All programs are very gen-
eral and can be adapted easily for other tasks. The programs
are concerned with input generation, sampling, magnetic tape
storage, input/output, and statistical processing,

I'wo random-appearing input zeneration programs are avail-
able, Both generate a sum of sines signal while the second
also generates a second independent-appearing sum of cosines
signal, Any number of sinusoids can be specified, each hav-
ing an independent frequency, amplitude, and initial phase,
I'he sum of sines signal and the sum of cosines signal pro-
vided by the second program have identical frequency spectra,
A four bit flip-flop counter, driven by one of the analog
clocks set at one willisecond, provides time information to
the programs through the sense lines, The counter is reset
by a control line after reading, The outputs of the two
high order bits are gated together and, when enabled by a
control line, provide an interrupt whenever the time incre-
ment exceeds 12 milliseconds, Normal operation is to permit
the input routine to cycle continuously during the sampling
run and then switch to interrupt operation when storing and

processing the data,
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Accuracy and speed were the requirements for these
input programs, The time increment is measured only to the
integer value, but the fractional time adds into the next
time increment since clearing the time counter after reading
does not affect the arrival of clock pulses, Occasionally
time pulses are lost when they appear during the two micro-
second interval between reading the counter and clearing it,
This results in a time error less than ,li., The time incre-
ment in milliseconds is then multiplied by the double pre-
cision frequencies, This permits specifying each frequency
component to plus or minus ,12 deg/sec, The result of this
double precision multiplication then is added into the accu-
mulated angle, Series approximations to the sine proved to
be too slow; the fastest still took about 2 milliseconds,
The method selected involves table lookup and an average of
only 30 microseconds per sine, A short program first cor-
rects the accumulated angle to less than 360 degrees; then
the angle (reduced now to the number of quarters of a degree)
is reduced to first quadrant and an appropriate sign assoc-
iated with the answer, The value of the sine is then looked
up in a table, This consisted of 361 sines for angles from
0 to 90 degrees at ,25 degree intervals, Each value in the
table is accurate to ,0002, Cosines are obtained by sub-
tracting 90 degrees and changing the sign, The sine is then
multiplied by an amplitude of 1 to 400 before being added
into the accumulated sum of sines total, BRefore the point

is converted to an analog voltage, it is scaled so that the
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signal is 20 volts peak-to-peak, [ime to generate a single
input point is ,2 millisecond per sinusoid,

The sampling program can sample any number of available
channels obtaining a specified number of pre-transition
points and a specified number of post~transition points,
Transition is enabled by a control line after the pre-tran-
sition number has been obtained. Lozic on the analog con-
trol panel then waits for various conditions to be met, such
as requiring certain variables to be within a specified bound
or crossing through zero, before causing the transition,
This may be the throwing of electronic switches to change
some analog components or signals, or a digital to analog
conversion after the step desired is preloaded into a D/A
buffer, ‘hen the transition occurs, a sense line is set to
inform the sampling program,

During the sampling run, it is desirable to spend as
~uch of the available time as possible producing input, The
first part of the sampling program, after initializing var-
jous registers and control lines, turns the interrupt on and
sets the input program up to run continuously, An analog
clock, enabled by a control line, provides an analog program
interrupt at each sampling time, The input program then is
temporarily suspended while the requisite number of channels
is sampled, Lach channel has associated with it a buffer of
length equal to the number of samples, Samples are stored
circularly, This means that after the highest position is

filled, the next point goes into the lowest position, After
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the number of samples requested is obtained, the buffer is
rotated so that the first point in the pre-transition buf-
fer occupies the lowest position, This procedure is more
efficient than using a pushdown list, In this latter meth-
od, only the specified number of pre-transition samples is
retained, As each new point is sampled without the transi-
tion occurring, the oldest value is discarded and the list
moved down one location, Storing the data circularly means
less moving (which takes 13,5 microseconds per point per
move) and, in any case, delays the moving until after the
data is obtained, Time to sample is about 50 microseconds
per channel sampled, After the data is complete, rotation
of the buffers takes about 14 microseconds multiplied by the
number of sample points and the number of channels, This is
about 3.5 milliseconds per channel when 256 data points are
collected, Before the sampling program returns to the main
prosram, the input program is permitted to finish the point
it was generating when interrupted for the final sample,
After each sample is made, it is stored on magnetic
tape until the completion of the run, A store program as-
signs a sequence number and sets up a directory listing, as
it stores the sample on tape, For rétrieval, the sequence
number alone has to be specified, In this manner, samples
of any size can be stored conveniently without having to
refer to tape locations, The actual reading, writing, and
searching of the DECtape is done by a general purpose rou-

tine, This routine uses the interrupt feature so that once




81

the tape function begins a minimal amount of time is used
to keep track of tape operation and the maximum amount of
time is available for program execution, This routine re-
places the commercially available version that suspends
operation of the program for as much as ,25 second, This
would be unsatisfactory since this would result in a ,25
second delay in random input generation,

Various output options include the printing of the
voltage or scaled interpretations of a sample or the plot-
ting of the sample on a real time recorder, The print pro-
gram prints ten values to the line with the transition point
marked, That program calls other routines which print the
voltage, scaled, or octal interpretation of a number, and
provide carriage returns, All call a short routine that
prints the actual character, This routine will operate with
the interrupt on or off,

The statistical routine computes an ensemble averaged
response along with the standard deviation or variance at
every fifth point, The averaged wave form then can be
graphed or printed out by the output routines, The sequence
numbers of the samples to be averaged are given to the pro-
gram through the switch register, Samples corresponding to
negative-going steps can be negated and averaged with posi-
tive-going step s#mples. Double and triple precision arith-
metic is used to obtain the greatest significance in the

statistics,
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All the above programs are written as subroutines so
that they can be called conveniently by a short main program
written for the given task, The main program written for
this experiment first initializes the various control lines
and clears the D/A buffers, then runs the experiment, and
at the end provides a convenient interface with the output
options and the statistical routine, The main loop of this
program first provides a specified delay during which input
is displayed to the subject, the D/A buffer is loaded with
the size of the next step, the sampling routine is called,
and finally the store routine saves the data on magnetic
tape,

All these programs are listed in this appendix along

with the analog control logic they require,
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/MAIN PRUOGRAM

* 20

SIART,CCLM3 sCLu2 JENABLE INPUT INT, DISABLE SAMPLE INT
sSCL? /RESET IrANSITIUN TNDICATER
SCLG 4 /rRESET TIvEeER
CCLO4

APRSE /CLeArx FLAGS

KCC

TCF

v CF

CLIF

pALB3 /RESET SiTeP VUTPUI
DALC2

pDCA STEP

TAD Z SEQNUM

DCA SEWSI

TAD ¢ LENGTH

Cia

TAD £ SUFAD

nca LU EST

T1uN

REPEATs ION

TAD NUMBEK

CiA

DCA CNTR

TAD TABLE

pca £ 17

LOGP,TAD I Z 117 /DELAY

JMS DELAY

TAD I 2 117 /LOAD STEP

TAD STEP

DALB3

pca STEP

JMS I PSAMP / SAMPLE

CCL®3

Jvis I PSTORE /STURE

ISZ CNTR

JMpP LOUP

JMs I CRLF

Ay SE@WST /7PINT SlureE AREA UF RKUN

o T ) L ™
JMS 1 PRUCT

CMA CLA

TAD Z SEWQNUM

JMS 1 PROCT

JMS I CRLF

NEXTsLAS Z/WHAT NEXKT?
AND M10086

SNA

JMP REPEAT /P00, REPEAL
TAD M1000

SINA

JMP PRONE /A1, Printd




FAD i1V
SINA

JMP G Jive
Jus I STATS
RETURNSHLT
JMP NEXT
STEPS
SEWST»,®
CNTIR, D
FASLEs NUMBER
PSAMPs 16490
PSTURE» 2400
RETREVS 2505
CRLF»2A50
PxuCTs2163
SIATS» 200
M1Gavs 1095
DELAY» @

CviA

nCA CnNIKr1
154 CnTw1
SKP

JviP 1 VELAY
TAD ™55

DCA CNTr?2
1Ap M2892
DCA CNIK3
154 CNTR3
JUIP e-1

[SZ CNTRr2
JiP =4

JMP DELAY+3
CNIR1,9
CNTR2, 0
CNIR3,0
M55,7711
289222264
PRUNE, CLA
FAD PRSAMP
JIP OutPUT-1
GRUNESCLA )
TAD GRAPH
LCA PUINI
VUiPUTsHLY
LAS

SNA

JMP KETURN
JMS 1 RETREV
JMP OUTPUI
DCA Z LENGIH

/01,
7111,

8o

urAPH
2fA1L31ICS
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JusS 1 PUINT

JvP QuTPUT

POINI=CNTKRI]

PRIANIP » 210900

GiIRAPH, 2200

HSEWNUM=166

LENGIH=174

RUFAD=172

LUnEST=171

NUMBERS 12

30 ZDELAY Iiv SECUNDS
146 /S1ZE UF STEP
S /NEAT DELAY
1632 /NEAT STEP
146

5

7632

5

71632

)

146

S

146

5

7632

S

7632

5

146

3
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s7SUBROUTINE TO GENERATE KANDUM APPEARING INPUT.
74 BIT COUNTER HOOKED TU oL7=-180 INCREMENTS EVERY MILLISEC
/1F COUNTER REACHES 12 MILLISECs INTVTERKUPT UCCURS.
/COUNTER CLEARED BY SETTING CLV4 THROUGH SCHMIDT TRIGGEK.
* 400 ’
INPUT, 491 /GET TIME

S5CL@a4

SLK CAC

CCL®4

AND MSK

DCA TIME}

TAD TABLST ZINITIALIZE

pca 2 11

TAD ANGL

DCA PANGL

TAD ANGH

DCA PANGH

TAD NUMSIN

ClAa

DCA CNTR3

PDCA HIGH

DCA LOW

LOUP,TAD I Z 11 /UPDATE ANGLE

Mul. MUY )

TIMELl,®

TAD I PANGH

DCA I PANGH

MUA

CLL

TAD [ PANGL

DCA I PANGL

L ZL

I1AC

1AD I PANGH

vigh DVI

2640

DCA I PANGH

TAD I PANGH

TAD bM189

JMS I LSIN /GET SINE

Mol ’

CLA CMA RAL /SAVE SIGN INDICATOKR

DCA LK ’

TAD I 24 11 /SCALE uP AND ADD TU SuM
pcAa .+2 )

MUY

%)

I15Z LK

CMA

TAD HIGH

DCA HIGH

MeA CLA



bBY

I1SZ LK

JMP «+5

GIA CLL

sZL

I1sSZ HIGH

NP

CLL

IAD LUW

DCA LUW

Szl CLA

1S4 HIGH

NUFP

[s¢ PAaneh

Io5Z PANGH

[54 CNIR3

JriP LOUP :
1A AloA ZGE L ¢ALNL IUDE UF SuM
SMA :

JiP e+ 12

CviA CLL

DCA HIGH

TALD LUW

CIA

Wl

vCA LK

KYAR

IAC

JHP «+5

CLA CvwA

DCA LK

{ap Luw

Ml

TAD HIGH

bvl

SCALES 2 /SCALE=2%5UM Ur MAGS
CLL rRAL /ROUND UFF
CIA

AL >CALE

CLA MuwA

SibL

1acC

I1SZ LK

ClA

DALB] /Z0ulPul
pALC1

JYMP I INPUT

/

/CUNSTANIS & VARIABLES
LSINS, INPUT+ 420

LK, 2

CNTR3,@

HIGH» 9




LUWs ¥

NUMSINs |

FABLST, INPUT+177
ANuabl s INPUT+236
NGHs INPUT+274
PANGL , INPUT+236
PANGH, INPUT+274
DM 180s 6460

MSKs» VAT 4

$

*600
V245
12
wB7S
12
N134
12
n215
12
A343
12
3536
12
1124

1662
3360

6246
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Z1AdLE LOUX=-UP SINe rUULLINE

ZENTER S1TH ANGLE IN DEGrEED IN ACs BINARKY PuUinl 2 Blis> FrUM THr RIGHI.
ZEALL ALIH SINE IN ACs BLNARY PUINT AT FAK LEFT.
ZIF SINE 1S NEGATIVE LINK 15 okl

/

*1VNY

SINGRF V)

CLL Gkt AGNDL TubE wiliiH SIuwn Liv LINK
SI’A

CIA CwviL

JMpP «+5

AL DMYu

C\'IL

SPA

CIA

TAp DYDY

SMA SLA

Jivir o=

1AD V9

Ccvil

fAD SINEDS /LOUK ur sIng IN TABLE

PDCA SINAD

1ap I SINAD

JMP I SINGRF

V9W, 1550

DMV, 7230

SINADL &

SINESs « +1

%
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ZS5AMPLING PRUGRAM

/CLUCK '8 CAUSES AN INIERUPI Al EACH SAMPLING INSTANT,
Z1F CLW2 1S CLEAK.

/TRANSITION SETS SL1.

7CLWl MUST BE CLEAR FUR TrRANSIIIUN TU UCCUR.
/NUMBC=NUMBER OF SAMPLES BEFURE I'mANSITIUw
/NUMAD=NUMBER UF SAMPLES AFler FRANSE LI UN
/NUMSAMENUMBER UF CHANNELS SAMPLED
ZLENGTHENUMBC+NUMAD AND MuSi BE A PUWER OF 2

/

ZINITIALIZATIUN FOR EACH TRANSITION

* 1644

SAMP, 7747

I0F

CLa CMA

TAD BUFAD /o1 UP OIURAGE PUINTER.

DCA STPNIKR :

TAD wUMBC ‘
CIA |
DCA CNTKBC

TAD NUMAD

CMA |
UCA CNIrxAD == CNUMIAD+ 1)

TAD NUMBC ) '

TAD NUMAD

DCA LENGTH

CvA

TAD LENGTH

bCA MASK

TAD SLRCAC

bCa TRTESY

SCLa3 ZINPUl INT INHIBITED

FAD INPUTI '

DCA I PINPUT

CCLo2 ScLol /PERMIT SAMPLING & INHIBIY IKANSITIOwN

ION ’ I

JMP I O INPUTI

/ANALUG FLAG INTERUPT RUOUTINE

ANFLG, 2

10F

ADCC ADIC /START AD1 CUNVERSIUN.

ADCV ’

CLA IAC

TAD STPNTR /SEl STUKAGE PUINTER

AND MASK |
TAD BUFAD |
DCA STPNTR

TAD NUMSAM

Cla

DCA CNTR1

TRTEST» SLR CAC /HAS IRANSITION JUST OCCURKED?
SMA CLA



Jvp BC

1AL JMPAD
DCA IrRTESI
1aD NUMBC
CIA

fAD STPNTR
AND MASK

TAD BUFAD
DCA PNTR

ADs» I1SZ CNIRAD
JMP CunN |
SCLAI

SCLa2

TAD SAMP

nca I PINPUT
JYEP NTANGL
BCs I SZ CNIRBC
SKP CLA
CCL91

CUNT» ADSF
JUMP .-=1

ADKB

DCA 1 STPNTK
[SZ CNIRI
SKP

JYMP I ANFLG
ADIC

ADCV

TAD STPNTR
TAD LENGTH
DCA STPNTR
JviP CunNi

v

ZNOU!D WUl TE]
ZYES! Judl NUWw

/SET PulnTex TU ZExRU PUOINT
/COMPLEIE?

/NU!

/YEDS!

/1S BC BUFFER FULL?
/NO UK ALRKocAUY Fulb
/PERMLL IRANDSITIUN
/7CONTINUE SAMPLING

/CUNSTANTS & VARIABLES

CNIR1,0
CNTRADs ©
CNTRBC, 2
JMPAD,JMP AD
SLKCAC, SLR CAC
STPNTR»®
PNTR,®

PINPUT, INPUT
INPUTL1, INPUT#+]
MASK, 177
INPUT=480

/LENGIHR=1

/RUUTINE TO UNTANGLE BUFFER
/BUFFER IS LUOWERED LENGTH WURDS IN THE PRrROCESS

NTANGLSs TAD PNTK

Cla

TAD BUFAD
DCA TEMI]
TAD LENGTH
TAD TEMI
CIA




DCA [EM2
[AD BUFAD
pCA TEMS3
TAD LENGTH
tMA

TAD BUFAD
VCA Z 1¥
TAD NUMSAM
ClAa

DCA CNTRZ2
LUUPs TAD [EM2
DCA CNTK1
G A

TAD PNTR
bca Z 12
Tap I Z 12
DCA I Z 1o
152 CwnTR1
J!“’P .'3
Cia

TAp TEM1
UCA CNTRI
CMA

TAD TEM3
DCA Z 12
JUipP e+ 3
TAD I Z 12
DCA I £ 1v
I5Z CNIRI
JHIP +=3
TAD LENGTH
TAD TEM3
LCa TEM3
TAD LENGTH
TAD PNTR
DCA PNTK
152 CNTR2
JMP LOUP
ADRS

JMP I ANFLG
TEMI=CNTRAD
TEM2=CNTRBC
TEM3= IRTEST
CNTR2=5AMP
*x172
BUFAD, 4609
NUMSAM» 1
LENG IHs 200
VUMADSs 147
NUMBCs 31

5
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/MAGNEILC (APE SIVURAGE SYLIEM

* 2400

SIURE, 7747 /51une REDSUL IS UN TAPE
CLA

tAD LENGTH
ASR

6

NINTS

MGHA

PDCA LiBLK

TAD NUMSAM
DCA «+2

MUY

7]

MwA CLA

DCA wil+4
1AD LENGTH
clAa

TAD BuFAD
DCA wWT1+1
TAD NXTBLK
DCA wT1+5
SKP

HLT

WT1,JMS | PekITE
]

«=3

21089

?

%]

JMS wAll

JMS GETUI K .
TAD NUMSAM /MAKE DIRECTURY LISTING
CIA

pCaA CNIrR1®
TAD NXTULDIR
TAD 070682
SMA CLA

HLT

TAD NXTDIR
TAD GETDIK+4
DCA Z 16
LLOUP1I®s TAD SEWNUM
bca l z 16
TAD NXTBLK
DCA 1 Z 16
TAD LBLK

pca 1 2 16
I1SZ SEWNUM
TAU NXTIBLK
IAD LBLK

DCA NXTBLK




182 CNTKR1Q
JMP LUUP1#®
TAD GETLDIK+4
ClA

1A 2 16

pCA NXTDIR
SKP

HLT

wI2,JIMS 1 PWURITE
DSTART

«=3

»1Ja

4

DRCTRY

JMS WAIT

JMP I STORE
PREADs, READ
PWRITE»WRIJE
0712, 7062
RETREVs 7747
CIlA

DCA BLUCKL
JMS GETDIR
cMa

TAD GETDIR+4
DCA £ 16

TAD DM170
pCA CNTR1D
LOOKUPs TAD BLUCKL
TAD I Z 16
SNA CLA

JMP FUUND
I52 2 16

ISZ £ 16

IS5Z CNTRI1D
JUMP LOUKUP
JvMP 1 RETREV
FOUNDTAD 1 Z 16
DCA BLUCK
TAbD I £ 16
DCA BLOCKL
TAD Z LOWEST
DCA READIN+1
SKP

HLT

READIN,JMS 1 PREAD

4]

=3
n1a4y
BLUCKL» #
BLUCK.,®
JMS WAIT

/REITREVE SAMPLE,

ZERRUR ETURN

ENTER WITH SEwNuM 1IN AC
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1AL BLUCKL
SHL

)

152 RETREV
JipP 1 RETREV
pM17v,17526
WAl 1,0

CLA MubL

TAD 1 PDUNE
SNA CLA

JMP -2

JYP 1 WALl
PODUONE=PWRITE
GETDIR,®

SKP

HLT

J1S I PRrREAD
DSTART

=3

109

4

DRCIRY

JS wAll

JMP [ GETDIR
LBLK=BLOCKL
CNT19=8BLUCK
*164 '
~NXTBLK», 108
NXTDIRSTTT7
SEQNUMS, 1
KEAD=32086
WRITE=3200
DRCTRY=T4
LENGTH=174
BUFAD=172
NUMSAM=173
DSTART=6689

LOWEST=171
$
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/GEURGE FRIEUMAN

/MAN VEHICLE CUNTRUL LABURAIURY

/MASSACHUSETTS INSTITUTE Ur TECHNULUGY

/CAMBRIDGE, MASSACHUSETIS

/

ZUNE PAGE SUBRUUITINES FUR rtADs wRITE & SEARCH UF DECTAPE
/Al TH OR WITHUOUT INTERUPL UPERATIUN '
/7FOR DECTAPE CUNTRUL TYFE 552 UNLY.

CALL IS JMS I X /X CUNIAINS READ UK WRITE
COKE ZADDRESS FUR DATA
ERROR ZREIURN ADURESS IN CASE UF ErRROUA
UNIT ZIN BIis 2=5,4Ex05 ELSEWHERE
NUMBER /UF BLUCKS, ¥ FUK SEARCH UNLY
BLUCK /INLITIAL BLUCK ON TAPE '

NUN=INTERUPT UPERALION, DEFINE DISM=NOP IN ASSEMBLY
PRUGRAM IS HELD ufP UNTIL UPERATIUN CUMPLETE
INTERUPT UPERATIUN, DEFINE DISM=JMP £ SCAL UR JMP I £ SCAT
AS EXPLAINED FUx DEC STANDARD 3SUBRUUTINES '
ol UP INTERUPI rRUUTINE
INT» (SAVE ACs LKs CLEAR AC)
MMRS
KAL
SNL SMA (CLA)
SKP
Jur 1 Y

s

Y» RETURN /ReElurnN=wxITE+14]
DUNE (=READ) CAN Be TESTED FUOR CUMPLETIOUN.

NONCNCN N N N N N N N N N N N N NN NN NN YN

/10 SEARCH UNLY> REWUEST ® BLUCKDs CURE IMMATERIAL
/THE 129TH WURD IS PRUPERLY HAWNULED. i C
/ALL BLUCKS C(INCLUDING ©) CAN BE KEAD AND WRITFEN
/IN CASE OF ERKUK REIURNs STAIUS I8 IN AC.

/

WRITE, /il e ENIRY

cLA

TAD WRITE 7GET ADLKRESS OF LISI
JMS PICKUP /GU PICKUP AND SEAKRCH
SIL RrRTL 7ok ACE2,24KDF=WRITE FORWARD BITS
JMP READ+ 4 ) o

READS D /READ ENTKY

CLA

TAD READ

JMS PICKUP

TAD KDF /GET ~EAD FURKWARD BITS
WwURKs MMLF /SEL FUNCTLIunN

TAD NBLOCK

SNA CLA

JUP EXIT /9 BLUCKS REWUESTED, EXIT



RLP», IAD CUKL
MviML

1AL CORE
TAD KA2vw
UDCA CUuRE
TAD I CURE
DCA DAVE
JvS DELAY
TAD SAVE
pCa [ CuRre
I SZ NBLUCK
JMP xLP
EXIT,MeMEF
J¥S DELAY
CLA CMA
DCA DUNE
MM CF

LIsSM

JP 1 Z @
PICKUP,» @
10F

DCA £ &
DCA DUNL
TAD 1 £ 8
DCA CUKRE
TAD I CURE
DCA SAVE
154 £ &
TAb I 2 ¥
pCa ERROR
152 4 v
iAD L 2 &
AND MASK
DCA UNII
152 2 9
TAD 1 Z @
Cla

DCA NBLOUCK
152 2 o
TAD 1 ¢ @&
Cla

DCA MRBLK

ISZ2 2 v

SEARCH- TAD ABLUCK
MMM

T'AD C8

DCA COUNT

SFWD» TAD SRCHF
TAD UNIT

MMM

JMS DELAY
FSCs»DCA DIREC

98

/S5E [ CUKE ADUKEDD

/5AvE 129 1IH wury

/WALl Fur END UF BLUCK

/REDTURE 129TH WUKD

/COMPLETE?
/70U !
/ZYES! SiuP 1APE

/WALT FUR [APE 1U S1I0P

/SE1 vune=-1]

/EXL ]

/PICKUP LIt

ZDOUNE=Y

/GE1 CURE ADDRESS

/SET JP oAvE IN CASE UF SEARCH kErRRUK

/GEl ERRUR KETURN ADDRESS

/7GEL LUNII1 NUMBER

/GET wuvbEr UF BLUCKS

/GET INITIAL BLOCK

/FIRSI xelunxN IS VIA £ @

/S5EAKCH Fux BLUCK

/SET UP REVERSAL ERRO:: CUOUNTER

/SEARKCH FURWARD

/WALl Fur SET-UP DELAY
/SE1l DIRKECTIUN SWITCH




9y

SCUNT»,JMS DELAY /WALl Fur BLUCK NuMBEr
Tap BLUCK /ACIuAL BLUCK

TAD MrBLK /=-REJUESTED BLUCK

SNA /ARE wE LHERE?

JMP FOUND /YES!

1SZ DIREC /NUs wWHAL DIRECTIUN?

JMP e+ 4 /FURWARD!

SMA CLA /REVERSE, 15 REVERSE CUWRECT?
JMP RSC /YES, LET SEARCH CONTINUE
JMP KEVD /NU> KEVERSE DIRECTIUN
SPA CLA /IS FURWARKD CURRECT?

JMp F5C /YESs LET SEARCH CUNTINUE
REVD»ISZ CUUNT /REVERSE DIRECTIUN

SKP

JMP TILT+4 7ERRUKs BLUCK CAN'T BE FOUND
TAD DIREC ’

SNA CLA /REV=dsFwWbD=1s AT THIS TIME
JMP SFwD T i ) C
SKEVs TAD SKCHR /SEARCH REVERSE

MMM F

JMS DELAY /WAl Fux SEI=-uUP FLAG
KSCr»CLA CMA /DIRECTIUN SWITCH=-1

JMiP SCUNT-1 T
FUUNDS [ SZ DIREC /8LUCK FUUNDs, DIRECTION?
JMiP I PICKUWP /FURWARD » XE FURIN

JMS DELAY /REVERSESwWAIT Tu PASS UVER IT
JMP SFWD 74U SEARCH FURWARD

DELAY> 1 /WALl Fux bl FLAG

MM CF /CLEAR FLAGS

D1 5M /NOP Ox JUMP TO SCAT
RETURN> MM SF /RETurn ON INTERUPT

JMP c"l

CLA CLL

MM SC
~JMP I DELAY

TILT,»MMKS ZEND ZUNE?

RTL

SPA CLA

JMP REVD /YbkSs KevERSE DIKeCTION
MMM F /NUs 3TUP TAPE

TAD SAVE /RESTURE 1291H wUrD

bCA I COKE '

MM S /GET SiATus

MM SF

JMP o-l

JMP 1 ERROKR ZERRUN KETUKIN

/CONSTANTS AND VARIABLES
ABLUCK» BLOCK

SRCHF» 21

SRCHR» 31

RDF» 22

KBA20808, 200

C8,77170



lvw

HLUCK» ¥
CURE» Y
UNITs ¥
MRBLK s ¥
NBLUCK, U
pIREC, Y
CUuLN I ¥
SAVE» ¥
MASK, 17019
ERROR=WRITE
DUNE=READ
b




/PKRIN|

*2191
PRSAMPS 7747

CLA
1AD
PDCA
IW2YS)
CIA
DCA
TAY
ClAa
JCA
JnS
TAD
UCA
JMS

CviA
LUWEST
A Y
LeENGTH

Civirl2
FRSTHF

CNIK14
CRLF
DVM14
CNIR13
CRLF

LUUPLI3>TAD 1 ¢

JMms
1uc
JMpP
TAay
Jii s
152
JM P
J¥S
JM S
JMP
152
JMP
JMP

PrvOLT
CNIKl4
04‘3

LF
PRCHAK
CNTKI12
et 4
CrLF
CRLF

1 PRSAMP
CNTr13
LUUP13
LUUP13-3

CNTR12s¢
DMlv,7766
M4s 7774
SPACE», 240
MINUS, 255
NUMs &
Luwz,n
HIGHZ2,1®
CNTR11=NnUM
U260, 260
POINT»256
CNTR13,9¢
CNTR1 4,5
CRLF,®

Tap
JMS
fAD
JMs
JMP

Cr»2

Ck
PRCHAR
LF
PrRCHAR
1 CKRLF
15

LFs212
PRVOLT,®

RUOUTINES

14

101

/PRINT SAMPLE

/CARKIAGE RETURN = LINEFEED

/PRINT vULTAGE IN AC



142

CLL 1KAL
Swvb

JMP PUS
ClaAa

Mol

MWA

DCA UM
TAD MINUS
JMP «+5
PUDs MWL
MuA

DCA NUM
TAD SPACE
JMS PRCHAR
TAy SCALEH /SCALE
DCA «+2
MUY

1]

DCA HIGHZ2
MuA

DCA Luwz
FAD NumMm
Mol

FTAD SCALEL
LCA ++2
MUY

7]

SHL /KUOUND UFF
o

RAR CLL
SNL

SKP

CLL IAC
TAD LOw2
DCA LUwW2
SZL

ISZ HIGH2
TAL M4

DCA CNTRI11
TAD LOw2
AN

TAD HIGH2
TAD 0260
JMS PRCHAR
TAD POINT
JMS PRCHAR
LOOP1 1MUY
12

TAD 0260
JMS PRCH 'R
ISZ CNTRILI
JYMP LOOP11
JMP 1 PRVOLT




PRCHAR, QA
DCA SAve
VCA Z PrRFLG
TAD SAVE
s

CLA

Iap Z PKFLG
SZA CLA

JeiPr I PRCHAR
I'Sr

Jl"“) 0‘4

JmP [ PrCHAK
SAVEL S
PRFLG=123
PROCT»®

) L

TAD w4

bCA CNTRI11
LUOP12, SHL
2

TAD 0260
JS PrRCHAK
IS¢ CNTrI11
JYMP LUUP12
JMr 1 PrUCT
*163
FRSTHF» 31
*167
SCALEH» 12
SCALEL,WY
LOwWEST» 34000
LENGTH=174
L3

183

/PRINT CHARACIERS WITH Ok WITHUUT

/Prinit UCTAL FrUM AC

INTERRUP T »
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/GRAPH UN A REAL TIME RECURDER.
*22M0

GRAPH» 9 /GRAPH THE DATA
CLA CMA

TAUD £ LOwEST

vca 2 17

10UF

HL T ZTUnRN UN RECURDERs PRESYS STAKRT
ccLy2

SCLP3

CLA CMA CLL ~AK /SE1 AC=+1¥ vOLIS
JMS LINE '

CLA STL RAR 75kl AC==1¥ vuLlS
JMS LINE ' ’

JMS LINE /DRAW ¥ LINE
TAD LENGTH

Cla

VCA CNITK

LOUPsTAD I £ 17

JMS PUINI

ISZ CNTR

JMP LUUP

JMS LINE /URAW ¥ LINE
SCL®2

HL1

JMP 1 GRAPH

LINESD

DALB2

DALC1

cLA

TAD M1©

DCA CNTRL

SKIF

SKP

JMP -2

CLIF

I15Z CNIRL

JMP =5

JviP I LINE

M1A,7766

POINT» 2

DAL B2

CLA

SKIF

SKP

JMP =2

DALC]

CLIF

JMP I PUINT

CNTR=LINE

CNTRL=POINT -

LENGTH=174

LUWEST=171

$
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/S1ATISTICAL PRUCESSUR
*2600

SIAIS» 1147
CLA [AC

inY BUF3

DCA £ LuweEsi
TAb BUFI1

bCA £ 16

TAD BUF3

CclA

Tab 8UKF1

VCA CNTR3V
nca 1 £ 16
1572 CNTR30
JIP =2

DCA NUMBEK
CLA CwMA
GelsHL I

CLA

A BUF 1

uca Z 12

TAp Z 12

DCA £ 13

LAS

SINA

JMP FINISH
SPaA

JUiP I FINnvRI Z7GP INveErRT RUNNING AVERAGE.
Jiid I PRTREV
JMP GET-1 ZSEWNUM NUL Fuuny
DCA Z LENGITH
TAD Z LENGIH
CA

DCA CNIR3Y
IS5Z NUMBEK
rap BuUr2

DCA Z 14

TAD 2 14

pca Z 15

TAD BUF3

DCA Z 16

TAD M5

DCA CNTR3I
ENDs ISZ CNIR3Y
SKP

JMP GET
ADDIN,CLA CLL
TAD 1 Z 16
Mel

MGEA

Tap I Z2 12
bCA 1 Z 13
MaA CLA



196

SPA CLA

CHvA

RYAS

1AC

AL 1 £ 12
nca 1 £ 13
1SZ CNTK31
JiP END

MWA

SPA

cla

DCA ++3

TALD o+2

ML MuY
SAVEL D

DCA SAVE

v GlA

TAD I Z2 14
DCA I £ 15
KAL

TAD SAVE
TAD 1 Z 14
PDCA I Z 15
RAL

TAD I Z 14
pca 1 Z 15
JMP END=-2
/CONSTANTS
BUF 153577
BUF2,5577
BUF3,6577
CNTR3G,0
CNTR31,0
PRIREVs RETREV
M5, 7773
VUTPUT» 2300
PINVRTS INVERT
SIGN=CNTK3I
/CUNTINUE
FINISH, TAD BUF 1
DCA Z2 12
TAD BUF3
DCa Z 13
TAD Z LENGTH
Cla

DCA CNTR39
AVERAGE»,TAD I Z 12
Ml

CmA

DCA SIGN
TAD [ Z 12 -
SMA

JMP NUMBER=-1

Is




CvA
UCA SAVE

vCAa SIGw
MUA

CIAa CLL

Mol

RAL

TAab SAVE
DVI
NUMBER, 8
CLL rRAL

ClA

fAD =3

CLA MGA

SiNL

I1AC

1S5Z SIGN
ClA

pca I £ 13
1S54 CNIR30
JMP AVERAGE
JdMS I OUIPUI
TAD BUFZ2
DCA £ 12
fAD BuUF3
nwCA Z 13
TAD NUMBER
*SIATS +200
DCA NUMBR2
fAD NUMBRZ2
DCA NUMBKR3
fAD Z2 13
DCA MEAN
TAD Z LENGTH
Mokl DVl
FIVEsS

cLa MwA

DCA Z LENGTH
MUA

Cla

DCA CNTRrR32
SDsTAD I Z 12
DCA SAVERZ
TAD 1 Z 12
Ml

Tab 1 Z2 12
bVl
NUMBR2s 9
DCA SAVES3
MUA

DCA HIGH
IAD SAVERZ
Ml

1471

/5Ei-ur FUR DD CUMPUlATTUN

/STAR]L UF PAGE 2



TAD SAVES
bvli

NUMBR3, €

CLL RAL

CIA

TAD -3

CLA MWA

SNL

IAC

DCA LUW

TAD FIVE

TAD MEAN

DCA MEAN

TAD I MEAN
SPA

CIA

DCA ++3

TAD «+2

ML MUY
SAVE3s 9

CMA

TAD HIGH
bDCA HIGH
MUA

CiAa CLL

TAD Luw

DCA LOW

SZL

154 HIGH

TAp HIGH

SMA CLA

JMS DSwrI
DCA I ¢ 13
I1SZ CNTR32
JMP SD

TAD Z FrSIHF
DCA SAVE2
DCA FRSTHF
JMS I PRSMP2
TAD SAVE?2
DCA Z FKrSTHF
TAD I PSTATS
DCA CNTR32
JMP 1 CNTr32

PRSMP2, PRSAMP

SAVE2, ¥
PSTATS» STAITS
CNIRr3259
HIGH»#

LOwW, ¥

MEAN> P
INVERT>CLA
TAQ Z LENGTH

108

/RUUND

ZINVER] RUNNIWNG AVEKAGE
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cla

DCA CNITr32
LOUPI,TAD 1 2 12
CIa CLL

pca I Z 13
TAD I Z 12
Ca

SZu

IAC

pca 1 Z 13
1SZ CNiIR32
JMP LUUPI
J¥F 1 PGE]
PGETGET
DSORT» @ /REfTuN wliHd VAKIANCE DIVIDED BY TEN
cLA CLL :
TAD LOW

Mol

FfAp HIGH
SHL

%]

DCA HIGH
MQA

SMA CLA

IAC

TAD HIGH
JMP 1 pSurT
RETREV=2505
LENGTH=174
LOWEST=171
PRSAMP=2000
FRSTHF=163
$



ZINTERKUPT KOUTINES
* ]

JMP L]
INIKEYSKCC
Luwn '
JuP I PKYFLG
>CAl

RETurN, 3341
*20

INT, SKIF

JMP INTAN
KOF

SKP

JMP INTKEY
TSF

SKP

JMP INTPR
DCA SAVACI
RAL

DCA SAVLKI
MMRS

RAL

SMA SNL CLA
SKP

JvpP 1 RETURN
ADNF

ADRB

HL1

SCAT>CLA CLL
TAD SAVLK1
KAR

TAD SAVACI
10N

Jup 1 2 »
INTANS, DCA SAVAC2
KAL

VDCA SAVLKZ2
MOA

DCA SAVMuZ
1AL Z2 ®

DCA SAVRET
CLIF

CAC oLk

AND TwWOBIT
SZA CLA

JMP SAMPLE
SCL#B3

ION

JMS I PINPUIT
1UF

CCL®43

SKP -
SAMPLE,JMS I PSAMP

/ANALUG 1wl




CLA CLL

TAD SAVLK?2 .
RAK

TAD SAVM@2

ML

TAD SAVAC2

1uN

JMP 1 4 SAVRET
INIPRs DCA SAVACI
CLA CMA

DCA PRFLG

Icr

JMP SCAI[+3
PKYFLGs» SCAT-1
SAVAC1, 9
SAVACZ2, 9
SAVLK1,» U
SAVLKZ2, @
SAVMw2s ¥
SAVKET» @
PINPUT» INPUT
PSAMP, ANFLG
TwuBl [» 2000
PRFLGs 9

INPUT= 400
ANFLG=1631

5

*2349
Julruil.g

JMS GRAPH
JMs I PRSP
JMP 1 OulPul
PrSMPs 20030
GRAPH=220¥

b



e

/PuktE TIME DELAY FOrR ANALUG 51MULATION
/REQUIRES ANVALUG CLUCK THRUUGH SCHMIDT TRIGUER Tu INTERKUPT.
* 24

STARISLAS HLI /AD CHANNEL I AC

AUSC

Cun[sLA> ZNUMBER OF MILLIsSeCS 1w AC
Cla

pCa CNIR

FAD BUF

DCA 2 18

[AD BUF

DCA £ 11

LOUP,JAD I Z 1@

DALB1t

SKIF

SKP CLA

JYMP e=2

DALCI

ADCvV

CLIF

ADSF

JMP e-1

ADRH

pca I Z 11

I1SZ CNTR

JMP LuuP

JMP CUNT

CNTRs @

BUF » BUF

b




